
For further information and
specification details visit
our comprehensive
website:
www.oadbyplastics.co.uk 

or email:
sales@oadbyplastics.co.uk

Head Office
Oadby Plastics Ltd
Elland Road
Braunstone Frith
Industrial Estate
Leicester LE3 1TU

T: 0116 232 1010
F: 0116 287 3577

Oadby Plastics Ltd
Unit 9, Prospect
Business Park
Longford Road
Cannock
WS11 0LG

T: 01543 462 461
F: 01543 462 262

Oadby Plastics Ltd
Unit 9
Chesford Grange
Warrington
WA1 4RQ

T: 01925 851 264
F: 01925 850 833

Due to a policy of continual product development, Oadby Plastics Ltd reserves the right to alter any of the
specifications given in this publication without prior notice. The specification for any given application must
be checked with Oadby Plastics Ltd prior to manufacture. No responsibility for accuracy is accepted by
Oadby Plastics Ltd.

STRAIGHTFORWARD INSTALLATION

Make sure the wall is
clean, dry and flat. 
Check that all surfaces 
are smooth with no
flaking paint, plaster 
or other material.

Ensure the panels for
fixing are flat, dry and
clean; ideally they should
be at the temperature at
which the room will be
operating. 

The panels can be 
applied to any wall
surface: plaster, board,
gypsum, wallpaper, brick,
concrete plus many
others. They can also be
fixed directly onto tiled
surfaces provided the 
tiles are firmly in place.

These are general
guidelines intended as a
brief guide to installation,
individual situations may
vary. For further advice
and information please
contact us on 0116 232
1010 or visit our website:
www.oadbyplastics.co.uk

For details on the extensive
Oadby Plastics product range
please request a brochure

INSTALLATION
GUIDELINES
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Wall plank joining strip

External wall corner

External wall angle

Internal wall corner

Internal wall angle

Wall capping strip

Skirting

WALL SYSTEM
CLAD

Dependent on the application a choice of internal and external corner profiles are
available, please contact us for details. The OadbyClad PVC wall cladding system must

be applied with suitable adhesive and sealant. In certain situations the profiles may
require installation via mechanical fixings. Please contact us for advice.

the people for cladding
Cost-effective • flexible • simple • hygienic cladding solutions

CLAD
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CEILING CLADDING SYSTEM

The OadbyClad Polypropylene wall cladding system must be
installed mec hanically using suitable drive rivets and sealant.

In certain situations the profiles may require installation via
further mechanical fixings. Please contact us for advice.

POLYPROPYLENE WALL CLADDING SYSTEM
WALL SYSTEM

CLAD

PVC WALL CLADDING SYSTEM

CEILING SYSTEM
CLAD

Ceiling joining strip

Ceiling edging strip

Ceiling plank 

The OadbyClad ceiling
cladding system must be

installed using suitable
sealant. In cer tain situations the
profiles may require installation

via mechanical fixings. Please
contact us for advice.


